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FLIPSTIX® SELF ADHESIVE INSULATION HANGER WITH THE UNIQUE “ONE PIECE” DESIGN

All Flipstix are sold with a galvanized steel, stainless steel or aluminum washer.

A unique insulation hanger with a self stick base. One fastener can be used for insulation up to 2” thick.

Optional extension (FSG-E) allows for use on up to 6” thick insulation or wrap. It is the only fastener

available in galvanized, aluminum and stainless steel. Insulation can be secured simply by bending the

tip of the extended pin or using supplied washers. Flipstix can be used on any clean metal or painted
FSG surface and will withstand temperatures of up to 175°F.

Item# Code Description Quantity
26055 | FSG250 |FlipStix Hanger & Washer Galvanized Steel| 1 TH
26056 | FSA250 FlipStix Hanger & Washer Aluminum 1TH
26057 | FSS250 | FlipStix Hanger & Washer Stainless Steel 1TH
Iltem# Code Description Quantity
26061 FSG-E FlipStix Extension Galvanized Steel 1TH
26054 FSA-E FlipStix Extension Aluminum 1TH
26063 FSS-E FlipStix Extension Stainless Steel 1TH
ltem# Code Description Quantity
26050 | FSW-G FlipStix Washer Galvanized Steel 100
26051 | FSW-A FlipStix Washer Aluminum 100
26052 | FSW-S FlipStix Washer Stainless Steel 100

BANGER®

IMPACT DRIVEN FASTENERS /
Easy to install - place the liner over the sheet metal and drive the banger through the insulation. Upon
impact, the jaws of the fastener penetrates the metal and locks securely within the thickness of the /

metal itself. (Always place a hardened steel block behind the sheet metal at the point of impact).
Bangers can be installed with model DHH Double Headed Hammer or AB-5 Automatic Banger Setter.

TRIPOD® BANGER®

N )4 Tripod Bangers feature three prong ot | Bulkk | Code/Bulk Cod Duct Liner "
jaws for added stability when em u e Size/Weight | 2uantity
fastening the banger to the sheet 26129 | 26133 TBG12/TBGB12 1/2in 2Ib 1TH/5 TH
metal. They are 10 gauge and zinc 26130 | 26134 | TBG100/TBGB100 1n1-1/21b | 1TH/5TH
chromate plated.

STANDARD BANGER®
Standard Bangers have two prong jaws R Code/Bulk Code Duct Liner Quantity
to fasten to the sheet metal. They are Size/Weight
10 gauge and zinc chromate plated. 26033 | 26095 BGT12/BGB12 1/2in 2Ib 1TH/5 TH
26044 | 26096 | BGT100/BGB100 1in 1-1/2lb | 1 TH/5 TH

DOUBLE HEADED HAMMER

Double sided, magnetic heads
work great with Bangers. Lz ot De=cription
27016 DHH Double Headed Hammer
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