FLEX GP70

FLEX Oper.
FLEX GP70 | GP70B Pressure
(Clear) (Black) psig
Cat. No. Cat. No. . . . @ 73°F
8200-4170 | 8242-4170* 66
8200-4220* | 8242-4220* 56
8200-4235* | 8242-4235* 64
8200-4240 46
8200-4245 | 8242-4245 68
8200-4275* | 8242-4275* 60
8200-4290 | 8242-4290* 34
8200-4295 | 8242-4295 54
8200-4300 | 8242-4300* 70
8200-4305 3/16 | 7/16 1/8 80 100
FLEXTMG P7O 8200-4330 1/4 5/16 1/32 28 100
o 8200-4335 | 8242-4335 1/4 3/8 1/16 46 100
PVC Tublng — Clear 8200-4340 |8242-4340% | 1/4 | 7/16 | 3/32 58 100
Features and Benefits: 8200-4345 | 8242-4345 1/4 1/2 1/8 70 100
e Clear and flexible 8200-4390 | 8242-4390 | 5/16 | 7/16 | 1/16 40 100
* Complies with FDA CFR 21 for food packaging 8200-4395 5/16 | 1/2 | 3/32 52 100
® Resists aging 8200-4400 5/16 | 9/16 | 1/8 62 100
® Resistant to a broad range of chemicals 8200-4430 | 8242-4430 3/8 1/2 1716 34 100
* Excellent wearability 8200-4435 3/8 | 916 | 3/32 48 100
* Smooth inner wall; excellent flow characteristics
* Easy to connect 8200-4440 | 8242-4440 3/8 5/8 1/8 58 100
e Cost-effective alternative to ClearFLEX for applications 8200-4463 /116 | 916 | 116 30 100
that don't require regulatory compliances 8200-4505 | 8242-4505 172 | 5/8 | 1/16 28 100
e Light weight, yet tough and abrasion-resistant 8200-4510 172 1 1116 | 3/32 38 100
Recommended Applications: 8200-4515 |8242-4515 | 1/2 | 3/4 | 1/8 44 100
. Genera!-purpose chemical transfer and other applications 8200-4540 9/16 | 3/4 | 3/32 36 100
nojc subject to regylatory requirements T 6 | am | G ” =
e Suitable for use with foods and beverages
* Handles broad range of chemicals, gases and liquids 8200-4565 5/8 | 13/16] 3/32 34 100
8200-4570 | 8242-4570 5/8 7/8 1/8 38 100
FLEXTMG P70B 8200-2600 3/4 7/8 1716 20 50
. 8200-2605 | 8242-2605 3/4 1 1/8 34 50
PVC Tu blng - Black 8200-4605 /4 | 1 1/8 34 100
Features and Benefits: 8200-2615 3/4 | 1-1/8 | 3/16 48 50
* More resistant to UV exposure than clear tubing 8200-2640 /8 | 1-1/8] /8 30 50
« Does not promote algae growth 8200-2675 |82422675 | 1 [ 1-1/4| 1/8 28 50
Recommended Applications: 8200-4675 | 114 ] 178 28 100
« Outdoor applications 8200-2685 1 [ 1-3/8 | 3/16 38 50
e Light-sensitive media 8200-2690 1 1-1/2 | 1/4 44 50
* Color coding of processing lines 8200-2710 1-1/4 | 1172 | 1/8 24 50
e Secondary containment of other lines 8200-2715 1-1/4 | 1-5/8 | 3/16 34 50
8200-2720 1-1/4 | 1-3/4 | 1/4 40 50
8200-2745 1-1/2 | 1-3/4 1/8 18 50
8200-2750 1-1/2 | 1-7/8 | 3/16 28 50
8200-2755 | 8242-2755 1-1/2 2 1/4 36 50
8200-2790 | 8242-2790 2 2-1/2 1/4 28 50
8200-2805 2-1/4 | 2-3/4 | 1/4 24 50
8200-2815 | 8242-2815 2-1/2 3 1/4 22 50
NOTE: Tne opertngpressures for LEXC Tubing roductsdecrese  [aa0o-0ao [ azazonaor | 3 |3z | w | 20 | 10
formulation and size at 125°F (52°C) is half that at 73°F (23°C). *New product
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