
JMF Copper Fittings

JMF COMPANY IS YOUR CONSOLIDATING SOURCE FOR copper tubing, line sets, copper fittings, push to fit, pex, ball valves, gas valves, plumbing valves, malleable fittings, 
steel nipples, plastic fittings, brass threaded, brass nipples, flare & compression, gas connectors, water connectors, appliance kits, cord sets and MORE.

2735 62ND STREET COURT, BETTENDORF, IA 52722  • (800) 397-3739  •  P (563) 332-9200  •  F (563) 332-2799   • JMFCOMPANY.COM

JMF Company provides the highest quality wrot, cast and DWV fittings in the world.  We offer a full line of both standard and long radius fittings to 
support commercial, residential and industrial applications.  JMF fittings are preferred by plumbing, HVAC and refrigeration professionals that 
demand the industry’s best quality, appearance, selection and fill rates.  

COPPER FITTING STANDARDS
JMF COMPANY SUPPLIES PRODUCTS WHICH ARE MANUFACTURED TO MEET THE FOLLOWING SPECIFICATIONS:

ASME B16.22:  Wrot Copper and Copper Alloy Solder Joint Pressure Fittings
MSS SP-104:  Wrot Copper Solder Joint Pressure Fittings
ASME B16.29:  Wrot Copper and Wrot Copper Alloy Solder Joint Drainage Fittings
ASME/ANSI B16.18:  Cast Copper Alloy Solder Joint Pressure Fittings
ASME/ANSI B16.23:  Cast Copper Alloy Solder Joint Drainage Fittings
ASME/ANSI B16.26:  Cast Copper Alloy Fittings for Flared Copper Tube
NSF/ANSI 61-G:  Drinking Water System Components
MSS SP-106:  Class 150-Cast Copper Flanges shall meet the requirements of MSS SP-106 and/or 
 Federal Specification WW-F-406 ASME B16.24.
MSS SP – 109:  Welded Fabricated Copper Solder Joint Pressure Fittings
MSS SP - 123:  Threaded and Solder Joint Copper Unions

THE MATERIALS USED TO MANUFACTURE JMF FITTINGS ARE ALSO IN COMPLIANCE WITH THE FOLLOWING SPECIFICATIONS:

ASTM B75 Alloy C12200:  Standard Specification for Seamless Round Copper Tube


