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FILTER DRIERS – LIQUID LINE

• Solid core, activated alumina with molecular sieve
• Includes internal check valve for heat pump applications
• Removes moisture, scale, acid, dirt and all types of foreign particulate material
• Corrosion resistant epoxy powder paint finish
• Suitable for R-22 and R-410A, 680 psig maximum working pressure
• Solid copper fittings

R-22 ARI FLOW R-410A ARI FLOW
INDUSTRY CONNECT CONNECTION OVERALL BODY BODY CAPACITY CAPACITY @ 1 CAPACITY @ 1

PART NO CODE SIZE (IN) TYPE LENGTH (IN) LENGTH (IN) DIA (IN) (IN3) PSI DROP (TONS) PSI DROP (TONS)

83-25152-08 082S 1/4 Sweat ODF 5-1/4 3-13/16 2-5/8 8 — —

83-25152-03 083S 3/8 Sweat ODF 5-5/16 3-13/16 2-5/8 8 4.0 4.1

83-25152-04 084S 1/2 Sweat ODF 5-3/8 3-13/16 2-5/8 8 5.0 5.1

83-25152-05 163S 3/8 Sweat ODF 6-1/16 4-5/8 3-1/8 16 4.5 4.6

83-25152-06 164S 1/2 Sweat ODF 6-3/16 4-5/8 3-3/16 16 5.2 5.3

83-25152-07 165S 5/8 Sweat ODF 6-3/8 4-5/8 3-3/16 16 6.0 6.1

83-25152-01 083 3/8 Flare SAE (M/M) 5-15/16 3-13/16 2-5/8 8 3.5 3.6

83-25152-02 084 1/2 Flare SAE (M/M) 6-3/16 3-13/16 2-5/8 8 4.5 4.6

PROTECH Liquid Line Filter Driers (Bi-Directional)

• Solid core, activated alumina with molecular sieve
• Corrosion resistant epoxy powder paint finish
• Suitable for R-22 and R-410A, 650 psig maximum working pressure

R-22 ARI FLOW R-410A ARI FLOW
VENDOR CONNECT CONNECTION OVERALL BODY BODY CAPACITY CAPACITY @ 1 CAPACITY @ 1

PART NO PART NO SIZE (IN) TYPE LENGTH (IN) LENGTH (IN) DIA (IN) (IN3) PSI DROP (TONS) PSI DROP (TONS)

83-25208-01 C-052-S 1/4 Sweat ODF 4-3/16 3-7/16 2-7/16 5 2.1 2

83-25208-02 C-053-S 3/8 Sweat ODF 4-5/16 3-7/16 2-7/16 5 4.7 4.5

83-25208-09 C-082-S 5/16 Sweat ODF 5-5/16 4-7/16 2-5/8 8 3.7 3.5

83-25208-03 C-083-S 3/8 Sweat ODF 5-1/4 4-3/8 2-5/8 8 5.2 5

83-25208-04 C-163-S 3/8 Sweat ODF 5-7/8 5 3 16 5.2 5

83-25208-05 C-164-S 1/2 Sweat ODF 6 5 3 16 11 10.7

83-25208-06 C-165-S 5/8 Sweat ODF 6-5/16 5-1/16 3 16 15.9 15.5

83-25208-07 C-305-S 5/8 Sweat ODF 9-1/4 8-1/16 3 30 16.9 16.4

C-164 C-164 1/2 Flare SAE (M/M) 6-5/16 4-5/8 3 16 10.1 9.8

Sporlan Catch-All Liquid Line Filter Driers (Uni-Directional)

• Solid core, activated alumina with molecular sieve (except 83-41714-02 
which also includes activated carbon)

• Short overall length for easy removal
• Includes internal check valve for heat pump applications
• Corrosion resistant epoxy powder paint finish
• Suitable for R-22 and R-410A, 650 psig maximum working pressure

R-22 ARI FLOW R-410A ARI FLOW
VENDOR CONNECT CONNECTION OVERALL BODY BODY CAPACITY CAPACITY @ 1 CAPACITY @ 1

PART NO PART NO SIZE (IN) TYPE LENGTH (IN) LENGTH (IN) DIA (IN) (IN3) PSI DROP (TONS) PSI DROP (TONS)

83-41714-03 HPC-083-S 3/8 Sweat ODF 5-1/2 4-1/8 3 8 3.7 3.6

83-41714-01 HPC-103-S 3/8 Sweat ODF 5-7/8 4-1/2 3 10 3.4 3.3

83-41714-04 HPC-104-S 1/2 Sweat ODF 5-5/16 4 3 10 4.5 4.4

83-41714-02 HPC-163-S-HH 3/8 Sweat ODF 6-15/16 5-5/8 3 16 3.7 3.6

Sporlan Catch-All Liquid Line Filter Driers (Bi-Directional)


