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The Sure-Temp Chimney System is  
designed to meet the needs of today’s  
high-efficiency Wood Stoves and other  
appliances burning wood, oil or gas*.  
Components may be combined in a wide  
variety of ways to solve almost any chimney 
installation requirement.

•	 Sure-Temp® HT - 5” - 8” I.D.

•	 Sure-Temp® - 10”, 12”, 14” I.D.

	

SURE-TEMP®

All-Fuel Chimney Systems

* Check appliance installation instructions for details



		

	 Diameter Sizes:	 5", 6", 7" & 8"	 10", 12" & 14"

	 Clearances:	 2" of Airspace to Combustibles	 2" of Airspace to Combustibles

	 Listing:	 UL 103 HT	 UL 103

	 Temperature Ratings:	 2100°F (Maximum Test 10 min.)	 1700°F (Maximum Test 10 min.)	
		  1400°F (Maximum for 60 min.)	 1400°F (Maximum for 60 min.)
		  1000°F (Maximum Continuous 	 1000°F (Maximum Continuous 		
           		  Operating Temperatures)	  Operating Temperatures)
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IMPORTANT
This catalog references Selkirk 
Chimney Systems with maximum  
test temperatures under Underwriters 
Laboratories Safety Standard for  
Factory-Built Chimneys.

The Selkirk® Chimney System (SCS) is ideal for venting residential heating appliances burning wood, #2 oil, and natural and LP gas. 
They have been specifically designed for today’s modern, high-efficiency “airtight” wood stoves. They are designed for gravity 
(natural draft), nonpositive internal pressure venting only. The SCS is usable on any appliance having a power burner (such as an oil 
furnace) if that appliance operates with neutral or negative draft at its outlet. Non-residential appliances which may cause positive 
pressure in the chimney should use a Selkirk Commercial Model PS or IPS system.

		  2 Elbows	 2 Elbows	 2 Elbows	 2 Elbows	 2 Elbows	 2 Elbows	 2 Elbows	 2 Elbows	

	 Part No.	 w/o Pipe	 + 6" Section	 + 9" Section	 + 12" Section	 + 18" Section	 + 24" Section	 + 36" Section	 + 48" Section
		  O	 H	 O	 H	 O	 H	 O	 H	 O	 H	 O	 H	 O	 H	 O	 H

5ST HT - EL 15° 	 0.93 	 7.03 	 2.16 	 11.62 	 2.94 	 14.52	  N/A	  N/A 	 5.72 	 23.21 	 N/A 	 N/A 	 9.92 	 40.60 	 N/A 	 N/A

6ST HT - EL 15° 	 1.04 	 7.88 	 2.27 	 12.47 	 3.05 	 15.37 	 3.82 	 18.26 	 5.38 	 24.06 	 6.92 	 29.85 	 10.03 	 41.25 	 13.03 	 53.04

7ST HT - EL 15° 	 1.00 	 7.62 	 2.23	  12.21 	 3.01	  15.11	  3.78 	 18.00	  5.34 	 23.80	  6.89 	 29.59 	 10.00 	 41.19 	 13.10 	 52.78

8ST  HT- EL 15° 	 0.97	  7.36 	 2.20 	 11.95 	 2.98 	 14.85	  3.75 	 17.74	  5.31 	 23.54 	 6.85 	 29.33 	 9.96 	 40.93 	 13.07 	 52.52

5ST HT - EL 30° (2-15)	  3.64 	 13.59	  6.02	  17.70	  7.52 	 20.30 	 9.02 	 22.90	  12.02	  28.10 	 15.02 	 33.29 	 21.02	  43.69	  27.02	  54.08

6ST HT - EL 30° (2-15) 	 4.08 	 15.23 	 6.45	  19.34	  7.96 	 21.94 	 9.45 	 24.54	  12.45	  29.74 	 15.45 	 34.93	  21.45	  45.33 	 27.45	  55.72

7ST HT - EL 30° (2-15)	  3.95 	 14.73 	 6.33 	 18.84 	 7.83 	 21.44 	 9.33 	 24.04 	 12.33 	 29.24 	 15.33 	 34.43 	 21.33 	 44.83 	 27.33 	 55.22

8ST HT - EL 30° (2-15)	  3.81 	 14.23 	 6.19 	 18.34 	 7.69 	 20.94 	 9.19 	 23.54	  12.19	  28.74 	 15.19	  33.93	  21.19	  44.33	  27.19 	 54.72

5ST HT - EL 30° 	 3.67 	 13.75 	 6.05 	 17.86 	 7.55 	 20.46 	 N/A 	 N/A 	 12.05	  28.26	  N/A 	 N/A	  21.05	  43.84	  N/A 	 N/A

6ST HT - EL 30° 	 3.82 	 14.26	  6.20	  18.37	  7.70 	 20.97	  9.19 	 23.57	  12.20	  28.76	  15.20 	 33.96 	 21.20	  44.35	  27.20	  54.75

7ST HT - EL 30° 	 3.96 	 14.76 	 6.34 	 18.87	  7.84	  21.47	  9.33 	 24.07	  12.34	  29.26	  15.34	  34.46 	 21.34	  44.85 	 27.34 	 55.25

8ST HT - EL 30° 	 4.09 	 15.26 	 6.47 	 19.37 	 7.97 	 21.97 	 9.46 	 24.57 	 12.46 	 29.76 	 15.47 	 34.96 	 21.47	  45.35	  27.47	  55.75

10ST - EL 15° 	 1.24 	 9.43 	 2.47 	 14.02	  3.25 	 16.92 	 4.02	  19.81	  5.58 	 25.61	  7.12 	 31.40 	 10.23	  43.00 	 N/A	 N/A

12ST - EL 15° 	 1.00 	 7.72 	 2.23	  12.31	  3.01 	 15.21	  3.78 	 18.10	  5.33 	 23.90 	 6.88	  29.69	  9.99 	 41.28 	 N/A	 N/A

14ST - EL 15° 	 1.06	  8.25	  2.29	  12.84	  3.07	  15.74	  3.84 	 18.63	  5.39 	 24.43	  6.95	  30.22	  10.05	  41.82	  N/A 	 N/A

10ST - EL 30° 	 3.92 	 15.18	  6.30 	 19.29 	 7.80 	 21.89 	 9.30 	 24.49	  12.30	  29.70	  15.30	  34.88	  21.30	  45.27	  N/A 	 N/A

12ST - EL 30° 	 3.92 	 14.63 	 6.30 	 18.74 	 7.80 	 21.34 	 9.30 	 23.93	  12.30	  29.14	  15.30	  34.33	  21.29	  44.72 	 N/A 	 N/A

14ST - EL 30° 	 4.19 	 15.63	  6.57 	 19.74 	 8.07 	 22.34	  9.56 	 24.93	  12.57	  30.14 	 15.57	  35.33	  21.56	  45.72	 N/A 	 N/A

Chimney Offset Table

Note: 	O = Offset; H = Height 
All dimensions and indicated lengths assume a 1.25" overlap... 5" through 10"; 15 degree elbows are new 2 gore design. ”(2-15)” are for a pair of 15 deg elbows.
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 0 To 2/12 Pitch
 Product No.	P art No.	 A	 B	 C	 D
 206815	 6T-TF	 81⁄8"	 12"	 243⁄4"	 21”
 207815	 7T-TF	 91⁄8"	 153⁄4"	 273⁄4"	 24”
 208815	 8T-TF	 101⁄8"	 153⁄4"	 273⁄4"	 24”
 210815	 10S-TF	 121⁄8"	 173⁄4"	 293⁄4"	 293⁄4”
 212815	 12S-TF	 141⁄8"	 20"	 32"	 32”
 214815	 14S-TF	 161⁄8"	 221⁄4"	 341⁄4"	 341⁄4"
NOTE: All TF flashings come with a roof shield set.

Flat and Low Pitch Flashing  
(0 To 2/12 Pitch)

Flashings are used to seal the opening where the chimney penetrates the roof and to divert 
rain and snow down from the roof and away from the chimney system.

A series of adjustable flashings are available depending on your roof pitch. A flat and low pitch 
flashing is used to seal flat and low pitch roof (up to 2/12 pitch) openings.

To determine your roof pitch, measure the number of inches from the end of a level 12” ruler 
down to the roof. This is the rise for 12 inches of run. A rise of 5 inches is a 5/12 pitch. . .4 
inches, a 4/12 pitch, etc.

D

Adjustable Flashing 2/12 To 6/12 Pitch
 Product No.	P art No.	 A	 B	 C	 D
 206825	 6TAF-6	 81⁄8"	 161⁄2"	 281⁄2"	 24”
 207825	 7TAF-6	 91⁄8"	 161⁄2"	 281⁄2"	 24”
 208825	 8TAF-6	 101⁄8"	 197⁄8"	 317⁄8"	 27”
 210825	 10SAF-6	 121⁄8"	 197⁄8"	 317⁄8"	 27”
 212825	 12SAF-6	 141⁄8"	 197⁄8"	 363⁄8"	 36”
 214825	 14SAF-6	 161⁄8"	 197⁄8"	 363⁄8"	 36”

6/12 To 12/12 Pitch
 Product No.	P art No.	 A	 B	 C	 D
 206830	 6TAF-12	 81⁄8"	 197⁄8"	 317⁄8"	 27”
 207830	 7TAF-12	 91⁄8"	 197⁄8"	 317⁄8"	 27”
 208830	 8TAF-12	 101⁄8"	 197⁄8"	 317⁄8"	 27”
 210830	 10SAF-12	 121⁄8"	 251⁄2"	 371⁄2"	 36”
 212830	 12SAF-12	 141⁄8"	 281⁄2"	 401⁄2"	 36”
 214830	 14SAF-12	 161⁄8"	 311⁄2"	 431⁄2"	 36”

12/12 To 24/12 Pitch
 Product No.	P art No.	 A	 B	 C	 D
 206835	 6TAF-24	 81⁄8"	 283⁄4"	 403⁄4"	 24"
 207835	 7TAF-24	 91⁄8"	 311⁄4"	 431⁄4"	 24"
 208835	 8TAF-24	 101⁄8"	 333⁄8"	 453⁄8"	 24"

24/12 To 36/12 Pitch
 Product No.	P art No.	 A	 B	 C	 D
 206840	 6TAF-36	 81⁄8"	 411⁄4"	 531⁄4"	 24”
 207840	 7TAF-36	 91⁄8"	 441⁄8"	 561⁄4"	 24”
 208840	 8TAF-36	 101⁄8"	 473⁄4"	 593⁄4"	 24”

Safety Vents on all Flashings

NOTE: For 5 inch chimney use 6 inch Selkirk® Flashing with 5⁄6 inch storm collar. All Flashings have .025 Aluminum 
Bases.

D
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Dead Soft Flashing 2/12 To 6/12 Pitch
 Product No.	P art No.	 A	 B	 C	 D
 206845	 6T-AF6D	 81⁄8"	 161⁄2"	 30"	 33”
 207845	 7T-AF6D	 91⁄8"	 161⁄2"	 30"	 33”
 208845	 8T-AF6D	 101⁄8"	 197⁄8"	 30"	 33”

Universal Rubber Boot Flashing Kit
Fits Up To 12/12 Pitch
 Product No.	P art No.	 Description
 200275	 URBAK	 for 5”-8” diameter chimney

Universal Metal Roof Flashing Kit
 Product No.	P art No.
 200280	 URFK

NOTE: Used in conjunction with a standard 
Selkirk Flashing to seal the opening when 
penetrating a corrugated metal roof.  
Flashing sold separately.

Flashings for Various Roof Pitches

NOTE: Used for installations on corrugated roofs flat to 
12/12 pitch. Kit includes rubber boot (234⁄5" x 211⁄2"), 
spacers kit, special storm collar, and mounting screws. NOTE: Dead Soft Aluminum base is designed to be 

molded to uneven roof surfaces.




