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855
Stamped Face 

Baseboard Register 
with Multi-Shutter 

Damper

Page 14

955
Adjustable Blade 

Baseboard Register 
with Multi-Shutter 

Damper

Page 14
875

Triangular
Baseboard Diffuser

Page 14

FG
Stamped Face
Ceiling/Sidewall 
Filter Grille

Page 13

FG/AD
Filter Grille 

Access Door

Page 21

920FG
Bar Style
Filter Grille

Page 13

945
Multi-Directional 
Diffuser with 
Multi-Shutter or 
Opposed Blade 
Damper

Page 11

1150
Stamped Baseboard

Return Air Grille

Page 15

951
Single Defl ection 
Diffuser with 
Multi-Shutter or 
Opposed Blade 
Damper

Page 11

1100
Airfoil Fixed Blade 

Baseboard Return 
Air Grille

Page 15
1165

Triangular 
Baseboard 

Return Air Grille

Page 15

1050 & 1075
Stamped 
Ceiling/Sidewall 
Return Air Grille

Page 12
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S1150 Series
Stamped Face Baseboard Return Air Grille
Standard Features:
• 1/2” spaced vision-proof dual angular louvers for strength and   
 maximum free area
• Margin edges are 7/8” projection for baseboard installation
• Soft White with color matching screws
Options:
• 1133 - 1/3” spaced dual angular louvers
• 1175 - Added mullion stiff eners for greater strength
• Standard Color or Designer Color Finish available (pages 22-23)

1100 Series
Fixed Blade Baseboard Return
Air Grille
Standard Features:
• Extruded aluminum construction
• 45° fi xed blades parallel to longest dimension
• Margin edges are 7/8” projection for baseboard   
 installation
• Countersunk mounting holes for fl ush appearance, 

with color matching Phillips posi-drive screws
• Soft White
Options:
• 1100FF - Flush frame
• Fractional and odd dimension sizes
• Standard Color, Designer Color or Anodized Finish  
 available (pages 22-23)

1165 Series
Triangular Baseboard Return
Air Grille
Standard Features:
• 1/2" spaced vision-proof dual angular louvers   
 for strength and maximum free area
• Margin edges are 7/8” projection for baseboard   
 installation
• Soft White with color matching 4" long screws

For Engineering information see page 37

For Engineering information see page 38
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