
Features & Benefits
Motor Run Capacitors

•	 Type II Construction
•	 Non-PCB biodegradable synthetic oil
•	 Physical interrupter for safety
•	 Drawn steel construction
•	 Quad blade quick connect to terminals
•	 Tolerance: +/- 5%
•	 Operating temperature: -13°F to 185°F (-25°C to 85°C)
•	 Meets EIA 456 standard
•	 Meets IEC 252 standard
•	 Life tested to 120% of rated voltage at 85°C for 1,000 continuous hours
•	 Cycle tested at 140% of rated voltage at 85°C for 100,000 cycles
•	 UL® recognized
•	 CSA® certified
•	 VDE® approved
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Part Number Key

Capacitor

C R 1 0 0 X 3 7 0 R

R = Single Run, D = Dual Run

Value in µF
Voltage

“R” Indicates Round

Part Number Key



PART			      DIMENSIONS (INCHES)		
NO.	 MFD X VOLTAGE	 STYLE	 D 	 H 	  W
CD10+10X370R	 10+10 MFD X 370V	 ROUND 	2	 3 3/8	
CD10+5X440	 10+5 MFD X 440V	 OVAL 	 2 13/16	 2 15/16	 1 3/4
CD10+5X440R	 10+5 MFD X 440V	 ROUND 	2	 3 3/8	
CD15+10X370	 15+10 MFD X 370V	 OVAL 	 2 13/16	 2 15/16	 1 3/4
CD15+10X370R	 15+10 MFD X 370V	 ROUND 	2	 3 3/8	
CD15+10X440	 15+10 MFD X 440V	 OVAL 	 2 13/16	 2 15/16	 1 3/4
CD15+3X370	 15+3 MFD X 440V	 OVAL 	 2 13/16	 2 15/16	 1 3/4
CD15+3X370R	 15+3 MFD X 370V	 ROUND 	2	 3 3/8	
CD15+4X370	 15+4 MFD X 370V	 OVAL 	 2 13/16	 2 15/16	 1 3/4
CD15+4X370R	 15+4 MFD X 370V	 ROUND 	2	 3 3/8	
CD15+4X440	 15+4 MFD X 440V	 OVAL 	 2 13/16	 2 15/16	 1 3/4
CD15+5X370	 15+5 MFD X 370V	 OVAL 	 2 13/16	 2  9/16	 1 3/4
CD15+5X370R	 15+5 MFD X 370V	 ROUND 	2	 3 3/8	
CD15+5X440	 15+5 MFD X 440V	 OVAL 	 2 13/16	 2 15/16	 1 3/4
CD15+5X440R	 15+5 MFD X 440V	 ROUND 	2	 3 3/8	
CD17.5+4X370	 17.5+4 MFD X 370V	 OVAL 	 2 13/16	 2 15/16	 1 3/4
CD17.5+4X370R	 17.5+4 MFD X 370V	 ROUND 	2	 3 3/8	
CD17.5+5X370	 17.5+5 MFD X 370V	 OVAL 	 2 13/16	 2 15/16	 1 3/4
CD17.5+5X370R	 17.5+5 MFD X 370V	 ROUND 	2	 3 3/8	
CD20+10X370	 20+10 MFD X 370V	 OVAL 	 2 13/16	 2 15/16	 1 3/4
CD20+10X370R	 20+10 MFD X 370V	 ROUND 	2	 3 3/8	
CD20+15X370	 20+15 MFD X 370V	 OVAL 	 2 13/16	 2 15/16	 1 3/4
CD20+15X370R	 20+15 MFD X 370V	 ROUND 	2	 3 3/8	
CD20+15X440	 20+15 MFD X 440V	 OVAL 	 2 13/16	 3 3/8	 1 3/4
CD20+15X440R	 20+15 MFD X 440V	 ROUND 	1 15/16	 4  1/8	
CD20+3X370	 20+3 MFD X 370V	 OVAL 	 2 13/16	 2 15/16	 1 3/4
CD20+4X370	 20+4 MFD X370V	 OVAL 	 2 13/16	 2 15/16	 1 3/4
CD20+4X370R	 20+4 MFD X370V	 ROUND 	2	 3 3/8	
CD20+5X370	 20+5 MFD X 370V	 OVAL 	 2 13/16	 2 15/16	 1 3/4
CD20+5X370R	 20+5 MFD X 370V	 ROUND 	1 15/16	 3  9/16	
CD20+5X440	 20+5 MFD X 440V	 OVAL 	 2 13/16	 2 15/16	 1 3/4
CD20+5X440R	 20+5 MFD X 440V	 ROUND 	1 15/16	 3 12/16	
CD20+7.5X370R	 20+7.5 MFD X 370V	 ROUND 	1 15/16	 3  9/16	
CD25+10X370	 25+10 MFD X 370V	 OVAL 	 2 13/16	 2 15/16	 1 3/4
CD25+10X370R	 25+10 MFD X 370V	 ROUND 	2	 3 3/8	
CD25+10X440	 25+10 MFD X 440V	 OVAL 	 2 13/16	 3 15/16	 1 3/4
CD25+10X440R	 25+10 MFD X 440V	 ROUND 	2      	 4  3/16	
CD25+15X370	 25+15 MFD X 370V	 OVAL 	 2 13/16	 4  3/16	 1 3/4
CD25+15X440	 25+15 MFD X 440V	 OVAL 	 2 13/16	 4 12/16	 1 3/4
CD25+15X440R	 25+15 MFD X 440V	 ROUND 	2      	 4  3/16	
CD25+3X370	 25+3 MFD X 370V	 OVAL 	 2 13/16	 2 15/16	 1 3/4
CD25+3X370R	 25+3 MFD X 370V	 ROUND 	1 15/16	 3  9/16	
CD25+4X370	 25+4 MFD X 370V	 OVAL 	 2 13/16	 2 15/16	 1 3/4
CD25+4X370R	 25+4 MFD X 370V	 ROUND 	1 15/16	 3  9/16	
CD25+5X370	 25+5 MFD X 370V	 OVAL 	 2 13/16	 2 15/16	 1 3/4
CD25+5X370R	 25+5 MFD X 370V	 ROUND 	1 15/16	 3  9/16	
CD25+5X440	 25+5 MFD X 440V	 OVAL 	 2 13/16	 3 15/16	 1 3/4
CD25+5X440R	 25+5 MFD X 440V	 ROUND 	1 15/16	 3 15/16	
CD25+7.5X370	 25+7.5 MFD X 370V	 OVAL 	 2 13/16	 2 15/16	 1 3/4
CD25+7.5X370R	 25+7.5 MFD X 370V	 ROUND 	2	 3 3/8	
CD25+7.5X440	 25+7.5 MFD X 440V	 OVAL 	 2 13/16	 3 15/16	 1 3/4
CD25+7.5X440R	 25+7.5 MFD X 440V	 ROUND 	1 15/16	 4  5/16	
CD25+8X370	 25+8 MFD X 370V	 OVAL 	 2 13/16	 2 15/16	 1 3/4
CD27+5.5X370	 27+5.5 MFD X 370V	 OVAL 	 2 13/16	 2 15/16	 1 3/4
CD30+10X370	 30+10 MFD X 370V	 OVAL 	 2 13/16	 4  3/16	 1 3/4
CD30+10X370R	 30+10 MFD X 370V	 ROUND 	2      	 4  3/16	
CD30+10X440	 30+10 MFD X 440V	 OVAL 	 2 13/16	 4 12/16	 1 3/4
CD30+15X370R	 30+15 MFD X 370V	 ROUND 	2      	 4  3/16	
CD30+3X370	 30+3 MFD X 370V	 OVAL 	 2 13/16	 3 15/16	 1 3/4
CD30+3X370R	 30+3 MFD X 370V	 ROUND 	1 15/16	 3 12/16	
CD30+3X440R	 30+3 MFD X 440V	 ROUND 	2      	 4  3/16	
CD30+4X370	 30+4 MFD X 370V	 OVAL 	 2 13/16	 3  6/16	 1 3/4
CD30+4X370R	 30+4 MFD X 370V	 ROUND 	2      	 4  3/16	
CD30+4X440	 30+4 MFD X 440V	 OVAL 	 2 13/16	 4  3/16	 1 3/4

PART			      DIMENSIONS (INCHES)		
NO.	 MFD X VOLTAGE	 STYLE	 D 	 H 	  W
CD30+4X440R	 30+4 MFD X 440V	 ROUND 	2      	 4  3/16	
CD30+5X370	 30+5 MFD X 370V	 OVAL 	 2 13/16	 3 15/16	 1 3/4
CD30+5X370R	 30+5 MFD X 370V	 ROUND 	1 15/16	 3 12/16	
CD30+5X440	 30+5 MFD X 440V	 OVAL 	 2 13/16	 4  1/2	 1 3/4
CD30+5X440R	 30+5 MFD X 440V	 ROUND 	1 15/16	 4  5/16	
CD30+7.5X370	 30+7.5 MFD X 370V	 OVAL 	 2 13/16	 3 15/16	 1 3/4
CD30+7.5X370R	 30+7.5 MFD X 370V	 ROUND 	2      	 4  3/16	
CD30+7.5X440	 30+7.5 MFD X 440V	 OVAL 	 2 13/16	 4  3/16	 1 3/4
CD30+7.5X440R	 30+7.5 MFD X 440V	 ROUND 	1 15/16	 4 12/16	
CD35+10X370	 35+10 MFD X 370V	 OVAL 	 2 13/16	 3 15/16	 1 3/4
CD35+10X370R	 35+10 MFD X 370V	 ROUND 	2      	 4  3/16	
CD35+10X440	 35+10 MFD X 440V	 OVAL 	 2 13/16	 4  3/16	 1 3/4
CD35+10X440R	 35+10 MFD X 440V	 ROUND 	1 15/16	 5  1/8	
CD35+3X370	 35+3 MFD X 370V	 OVAL 	 2 13/16	 3 15/16	 1 3/4
CD35+3X370R	 35+3 MFD X 370V	 ROUND 	2      	 4  3/16	
CD35+3X440	 35+3 MFD X 440V	 OVAL 	 2 13/16	 4  3/16	 1 3/4
CD35+3X440R	 35+3 MFD X 440V	 ROUND 	1 15/16	 4  1/8	
CD35+4X370	 35+4 MFD X 370V	 OVAL 	 2 13/16	 4  3/16	 1 3/4
CD35+4X370R	 35+4 MFD X 370V	 ROUND 	2      	 4  3/16	
CD35+4X440	 35+4 MFD X 440V	 OVAL 	 2 13/16	 4  3/16	 1 3/4
CD35+4X440R	 35+4 MFD X 440V	 ROUND 	2	 4 12/16	
CD35+5X370	 35+5 MFD X 370V	 OVAL 	 2 13/16	 3 15/16	 1 3/4
CD35+5X370R	 35+5 MFD X 370V	 ROUND 	1 15/16	 4  1/8	
CD35+5X440	 35+5 MFD X 440V	 OVAL 	 2 13/16	 4 12/16	 1 3/4
CD35+5X440R	 35+5 MFD X 440V	 ROUND 	1 15/16	 4 12/16	
CD35+6X440R	 35+6 MFD X 440V	 ROUND 	2	 4 12/16	
CD35+7.5X370	 35+7.5 MFD X 370V	 OVAL 	 2 13/16	 3 15/16	 1 3/4
CD35+7.5X370R	 35+7.5 MFD X 370V	 ROUND 	2      	 4  3/16	
CD35+7.5X440	 35+7.5 MFD X 440V	 OVAL 	 2 13/16	 4 12/16	 1 3/4
CD35+7.5X440R	 35+7.5 MFD X 440V	 ROUND 	 13/16	 4 12/16	
CD35+8.5X440	 35+8.5 MFD X 440V	 OVAL 	 2 13/16	 4 12/16	 1 3/4
CD40+10X370	 40+10 MFD X 370V	 OVAL 	 2 13/16	 4  3/16	 1 3/4
CD40+10X370R	 40+10 MFD X 370V	 ROUND 	2	 4 12/16	
CD40+10X440	 40+10 MFD X 440V	 OVAL 	 2 13/16	 4 12/16	 1 3/4
CD40+10X440R	 40+10 MFD X 440V	 ROUND 	1 15/16	 5  1/8	
CD40+3X370	 40+3 MFD X 370V	 OVAL 	 2 13/16	 4  3/16	 1 3/4
CD40+3X370R	 40+3 MFD X 370V	 ROUND 	2      	 4  3/16	
CD40+3X440	 40+3 MFD X 440V	 OVAL 	 2 13/16	 3 15/16	 1 3/4
CD40+3X440R	 40+3 MFD X 440V	 ROUND 	1 15/16	 4  5/16	
CD40+4X370	 40+4 MFD X 370V	 OVAL 	 2 13/16	 4  3/16	 1 3/4
CD40+4X370R	 40+4 MFD X 370V	 ROUND 	2      	 4  3/16	
CD40+4X440R	 40+4 MFD X 440V	 ROUND 	2 3/8	 4  3/16	
CD40+5X370	 40+5 MFD X 370V	 OVAL 	 2 13/16	 3 15/16	 1 3/4
CD40+5X370R	 40+5 MFD X 370V	 ROUND 	1 15/16	 4  5/16	
CD40+5X440	 40+5 MFD X 440V	 OVAL 	 2 13/16	 4 15/16	 1 3/4
CD40+5X440R	 40+5 MFD X 440V	 ROUND 	2 3/8	 4  1/8	
CD40+6X440R	 40+6 MFD X 440V	 ROUND 	2 3/8	 4  3/16	
CD40+7.5X370	 40+7.5 MFD X 370V	 OVAL 	 2 13/16	 4  3/16	 1 3/4
CD40+7.5X370R	 40+7.5 MFD X 370V	 ROUND 	2      	 4  3/16	
CD40+7.5X440	 40+7.5 MFD X 440V	 OVAL 	 2 13/16	 4 15/16	 1 3/4
CD40+7.5X440R	 40+7.5 MFD X 440V	 ROUND 	1 15/16	 5  1/8	
CD45+10X370	 45+10 MFD X 370V	 OVAL 	 2 13/16	 4 12/16	 1 3/4
CD45+10X370R	 45+10 MFD X 370V	 ROUND 	2	 4 12/16	
CD45+10X440R	 45+10 MFD X 370V	 ROUND 	2 3/8	 4  3/16	
CD45+15X370	 45+15 MFD X 370V	 OVAL 	 2 13/16	 4 12/16	 1 3/4
CD45+3X370	 45+3 MFD X 370V	 OVAL 	 2 13/16	 4 12/16	 1 3/4
CD45+3X370R	 45+3 MFD X 370V	 ROUND 	2	 4 12/16	
CD45+3X440R	 45+3 MFD X 370V	 ROUND 	2 3/8	 4  3/16	
CD45+4X370R	 45+4 MFD X 370V	 ROUND 	2	 4 12/16	
CD45+4X440R	 45+4 MFD X 440V	 ROUND 	2 3/8	 4  3/16	
CD45+5X370	 45+5 MFD X 370V	 OVAL 	 2 13/16	 3 15/16	 1 3/4
CD45+5X370R	 45+5 MFD X 370V	 ROUND 	1 15/16	 4  1/2	
CD45+5X440	 45+5 MFD X 440V	 OVAL 	 2 13/16	 4 15/16	 1 3/4
CD45+5X440R	 45+5 MFD X 440V	 ROUND 	2 3/8	 4  5/16	

Specifications: Dual Motor Run Capacitors




