
Pro-Connect Press™ Full Port Forged Brass  Ball Valve 250 CWP/250° F MAX
w/ Chrome Plated Lever Handle & Adjustable Packing Gland ISO 9001

STANDARD BRASS  LEAD-FREE BRASSAVAILABLE W/ 

 
 
Cer tif ied to NSF/ANSI 61 

 
 Cer tif ied to NSF/ANSI 61-G

SIZE ITEM # P/CARTON P/CASE WT/CASE ITEM # P/CARTON P/CASE WT/CASE

Press

1/2"  81702 5 50 26  81702W 5 50 26

3/4"  81703 5 40 32  81703W 5 40 32

1"  81704 4 20 26  81704W 4 20 26

1 1/4" 81705 5 20 38 81705W 5 20 38

1 1/2" 81706 4 16 40 81706W 4 16 40

2" 81707 2 8 32 81707W 2 8 32

2 1/2" – – – – 81708W 1 1 8

3" – – – – 81709W 1 1 11

4" – – – – 81710W 1 1 20

W/ CAP & STRAP, & REVERSIBLE HANDLE

Press × Hose 

1/2" × 3/4" – – – – 80312W 5 50 30

3/4" – – – – 80313W 5 40 33

Pro-Connect Press™ 250 CWP/250° F Max
The Isolator® w/ Rotating Flange ISO 9001
Full Port Forged Brass Uni-Flange Ball Valve 
w/ Detachable Rotating Flange, Adjustable Packing Gland, Nuts & Bolts

 STANDARD BRASS

SIZE ITEM # P/CARTON P/CASE WT/CASE

Press × Rotating Flange

3/4" 81403HV 1 20 27

1" 81404HV 1 20 34

1 1/4" 81405HV 1 20 44

1 1/2" 81406HV 1 10 30

2" 81407HV 1 10 35

 Fits standard & high velocity pumps. • 2" Isolators have 1 1/2" port.

WITH 3 3/4" DIAMETER ROUND FLANGE

Press × Rotating Flange

1 1/2" 81406HV-RF375 1 6 27

WITH 4" DIAMETER ROUND FLANGE

Press × Rotating Flange

2" 81407HV-RF400 1 6 33

WITH 4 3/4" DIAMETER ROUND FLANGE

Press × Rotating Flange

2" 81407HV-RF475 1 6 35

Pro-Connect Press™ 250 CWP/250° F Max
The Isolator® w/ Rotating Flange & Multi-Function Drain ISO 9001
Full Port Forged Brass Uni-Flange Ball Valve w/ Detachable Rotating Flange,
Multi-Function Hi-Flow Hose Drain, Adjustable Packing Gland, Nuts & Bolts

 STANDARD BRASS

SIZE ITEM # P/CARTON P/CASE WT/CASE

Press × Rotating Flange

3/4" 81413HV 1 20 36

1" 81414HV 1 20 42

1 1/4" 81415HV 1 10 29

1 1/2" 81416HV 1 10 37

2" 81417HV 1 10 39

 Fits standard & high velocity pumps. • 2" Isolators have 1 1/2" port.

WITH 3 3/4" DIAMETER ROUND FLANGE

Press × Rotating Flange

1 1/2" 81416HV-RF375 1 6 31

WITH 4" DIAMETER ROUND FLANGE

Press × Rotating Flange

2" 81417HV-RF400 1 6 39

WITH 4 3/4" DIAMETER ROUND FLANGE

Press × Rotating Flange

2" 81417HV-RF475 1 6 40

Pro-Connect Press™ 250 CWP/250° F Max
The Isolator® Select ISO 9001
Full Port Forged Brass Uni-Flange Ball Valve w/ 4-Way Selectable Flow Path
Plugged FIP Ports, Adjustable Packing Gland, Nuts, Bolts, & Flange Gasket

 STANDARD BRASS

SIZE ITEM # P/CARTON P/CASE WT/CASE

Press × Rotating Flange

1" 81424HV 1 10 34

 Fits Standard & High Velocity Pumps
Easily directs fl uid

between ports 
based on the 

desired application

SELECT

180° handle rotation
easily diverts fl uid into
the drain from either

side of the ball

MULTI-FUNCTION

180° handle rotation
easily diverts fl uid into
the drain from either

side of the ball

MULTI-FUNCTION
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The Isolator®  Uni-Flange Ball Valve 600 WOG
Full Port Forged Brass Ball Valve w/ Adjustable Packing Gland, Nuts & Bolts ISO 9001

 STANDARD BRASS

SIZE ITEM # P/CARTON P/CASE WT/CASE

IPS × Flange

1/2"  40402 1 20 23

3/4"  40403 1 20 28

1"  40404 1 20 34

1 1/4"  40405 1 20 40

1 1/2"  40406 1 20 58

2"  40407HV 1 10 37

SWT × Flange

1/2"  50402 1 20 30

3/4"  50403 1 20 27

1"  50404 1 20 33

1 1/4"  50405 1 20 40

1 1/2"  50406 1 20 57

2"  50407HV 1 10 39

Also available for High Velocity Pumps – to order, add HV onto the end of the part #. • 2" Available in High Velocity only, also fi ts standard size pumps.  2" Isolators have 1 1/2" port.

The Isolator®  w/ Drain 600 WOG • ISO 9001
Full Port Forged Brass Uni-Flange Ball Valve w/ Hi-Flow Hose Drain, Adjustable Packing Gland, Nuts & Bolts

 STANDARD BRASS

SIZE ITEM # P/CARTON P/CASE WT/CASE

IPS × Flange

3/4" 40413 1 20 41

1" 40414 1 20 48

1 1/4" 40415 1 20 61

1 1/2" 40416 1 10 40

2" 40417HV 1 10 56

SWT × Flange

3/4" 50413 1 20 40

1" 50414 1 20 49

1 1/4" 50415 1 20 62

1 1/2" 50416 1 10 42

2" 50417HV 1 10 56

Also available for High Velocity Pumps – to order, add HV onto the end of the part #. • 2" Available in High Velocity only, also fi ts standard size pumps. • 2" Isolators have 1 1/2" port.

The Isolator® w/ Rotating Flange 600 WOG
Full Port Forged Brass Uni-Flange Ball Valve w/ Detachable Rotating Flange,  ISO 9001
Adjustable Packing Gland, Nuts & Bolts

STANDARD BRASS LEAD-FREE BRASSAVAILABLE W/ 

  Cer tif ied to NSF/ANSI 61-G

SIZE ITEM # P/CARTON P/CASE WT/CASE ITEM # P/CARTON P/CASE WT/CASE

IPS × Rotating Flange

3/4" 41403 1 20 26 41403W 2 20 26

1" 41404 1 20 33 41404W 2 20 34

1 1/4" 41405 1 20 40 41405W 2 20 44

1 1/2" 41406 1 20 53 41406W 2 10 31

2" – – – – 41407WHV 1 10 33

SWT × Rotating Flange

3/4" 51403 1 20 24 51403W 2 20 26

1" 51404 1 20 33 51404W 2 20 34

1 1/4" 51405 1 20 40 51405W 2 20 44

1 1/2" 51406 1 20 57 51406W 2 10 32

2" – – – – 51407WHV 1 10 33

Press × Rotating Flange 250 CWP/250° F Max

3/4" 81403HV 1 20 27 – – – –

1" 81404HV 1 20 34 – – – –

1 1/4" 81405HV 1 20 44 – – – –

1 1/2" 81406HV 1 10 30 – – – –

2" 81407HV 1 10 35 – – – –

 LEAD-FREE BRASS

 Cer tif ied to NSF/ANSI 61 & NSF/ANSI 372

SIZE† METRIC SIZE ITEM # P/CARTON P/CASE WT/CASE

PP-R × Rotating Flange • Compatible with all Aquatherm® PP-R piping systems 355 PSI*

3/4" 25 91403WHV 1 20 27

1" 32 91404WHV 1 20 43

1 1/4" 40 91405WHV 1 20 52

1 1/2" 50 91406WHV 1 10 35

2" 63 91407WHV 1 10 42

PP-RCT × Rotating Flange 600 PSI**

3/4" 25 101403WHV 1 20 28

1" 32 101404WHV 1 20 39

1 1/4" 40 101405WHV 1 20 52

1 1/2" 50 101406WHV 1 10 35

2" 63 101407WHV 1 10 42

 Also available for High Velocity Pumps – to order, add HV onto the end of the part #.• 2", Press & PP-R Available in High Velocity only, also fi ts standard size pumps. • 2" Isolators have 1 1/2" port.
*Overall valve pressure rating at 73° F. Further restrictions determined by intended operating conditions and limitations specifi c to the system design. Maximum pressure rating for seat & body alone is 600 PSI.

**Valve seat/body maximum pressure rating at 100° F. Overall valve pressure rating is determined by intended operating conditions and limitations specifi c to the system design.
†PP-R & PP-RCT Sockets are manufactured based on metric units of measurement. Imperial nominal diameter is provided as reference only.
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